
printer/fax/scanner/copier

technical specifications

print	 colour: HP’s PhotoREt 3 colour layering technology, up to 2400 x 1200 dpi colour	
on photo paper	
black: up to 1200 x 600 dpi in best and normal mode 	
method: modular pen and ink system	
language: HP PCL 3 (enhanced)	
monthly volume: 5000 pages per month	
speed1:	 fast	 normal	 best	
black text A4	 up to 19ppm	 up to 8ppm	 up to 4ppm	
mixed text/colour graphics A4	 up to 16.8ppm	 up to 7ppm	 up to 4ppm

fax	 •	33.6 kbps fax modem	
•	walk-up colour fax (does not require a PC)	
•	send PC faxes; easy set-up and configuration of fax settings using PC	
•	50-page automatic document feeder; colour fax compliant with ITU-T.30E	
•	3 seconds / page2 at 33.6 kbps; 100-page memory2, 130 speed dials, up to 10 one-touch		

speed dials from front panel	
•	confirmation and activity reports; distinctive ring detect; automatic redial; delayed sending; 		

fax forwarding; fax polling to receive; auto-fax reduction	
•	works with telephone answering machine, automatic switching

scan	 •	1200 x 4800 dpi optical (up to 9600 dpi enhanced)	
•	8-bit greyscale (256 levels of grey)	
•	48-bit colour bit-depth3	
•	50-page ADF for unattended multi-page scanning	
•	25 to 400% in 1% increments at 300dpi resolution (scaling range dependent on resolution)	
•	 flatbed allows scanning of 3D objects	
•	”scan to” button for scanning directly into software applications e.g. email or to any PC		

if networked	

copy	 •	walk-up colour copying (no PC required)	
•	50-page ADF for unattended multi-page copying	
•	black copy speed up to 18 cpm		
•	colour copy speed up to 16 cpm	
•	digital reduction/enlargement: 25 to 400%	
•	maximum copies: 99	
•	advanced copy features: fit-to-page, poster, clone, mirror image, margin shift, photo mode,  

                                       2-on-1and other options; copy quality button: best, normal, fast; lighter/darker control: 		
9 levels

software	 hp director, hp share-to-web, hp creative photo projects, image editor, Readiris™ Optical 	
included	 Character Recognition (OCR) and hp photo printing software	 

media handling		 paper weight	 input tray	
plain paper	 16 to 24 lb.	 up to150 sheets			

(60 to 90 gsm)	 (d155: up to 400 sheets)	
cards	 110 lb. max.	 up to 60 cards		

(75 to 90 gsm)	
envelopes	 20 to 24 lb.	 up to 22 envelopes		

(75 to 90 gsm)	
transparencies		 up to 30 sheets	
additional paper tray: d145 optional, purchase separately; d155 included

media sizes	 paper: A4 210mm x 297mm (8.27” x 11.7”), US letter 215.9mm x 279.4mm (8.5” x 11”), 		
US legal 215.9mm x 355.6mm (8.5” x 14”), executive 184.2mm x 266.7mm (7.25” x 10.5”), 	
B5 182mm x 257mm (7.2” x 10.1”) A5 148mm x 210mm (5.83” x 8.27”)	
envelopes: U.S. #10 104.8mm x 241.3mm (4.125” x 9.5”),	
DL 110mm x 220mm (4.33” x 8.66”), C6 114mm x 162mm (4.49” x 6.38”),	
A2 111mm x 146mm (4.37” x 5.75”)	
cards: 3” x 5”, 4” x 6”, 5” x 8”, 4.13” x 5.85”, Hagaki postcard 3.94” x 5.83”

dimensions	 officejet d145: 555 x 415 x 338mm/14.7kg
(w x d x h)/weight:	 officejet d155: 555 x 415 x 400mm/15.6kg

networking	 officejet d145: optional hp jetdirect 200m server/internet connector, purchased separately	
officejet d155: HP Jetdirect 200m server/internet connector included

two-sided printing	 •	automatic two-sided printing and copying accessory included

system	 for pc: any Intel Pentium® II or Celeron processor or higher (Pentium® III or higher recommended), 
requirements	 Microsoft® Windows® 98, 98 SE, ME, 2000 (service pack 2 or higher required), XP,	

64 MB RAM (128 MB RAM or higher recommended), 400 MB available disk space, plus	
50 MB for full-colour scanning, CD-ROM drive, 800 x 600 SVGA monitor (24-bit colour 

 	 recommended), sound card and internet access recommended, available USB port	
for Mac: Macintosh minimum system requirements, G3 processor, Mac® OS 9 (64 MB RAM) 	
and 10 (128 MB RAM), 100MB available hard disk space plus 50 MB for full-colour scanning, 	
800 x 600 SVGA monitor and 256-colour display, internet access recommended, available 	
USB port 	
additional information: Windows® 95, 3.1, DOS and Mac® OS 8.6 and earlier are not 	
supported    

interface and	 •	standard: officejet d145: USB; officejet d155: USB and HP Jetdirect 200m server/internet 
connectivity		 connector	

•	optional: officejet d145: hp parallel cable adaptor (1284 LIO module), HP Jetdirect 200m 		
server/internet connector	

•	available port on 10 x 100 Base-T ethernet network required for networking

power	 source (input voltage): 100 – 240 VAC, grounded	
input frequencies: 50 to 60 Hz	
max input current: 2.5 Amp	
consumption: 100 watts max.

operating 	 environmental ranges:
environment	 recommended operating conditions for best print quality: 15° to 35°C	

maximum operating conditions: 5° to 40°C	
storage conditions: -40° to 60°C	
maximum operating conditions for humidity: 15% to 80% RH non condensing 	
noise level per ISO 9296	
sound power: 6.1 B(A) – printing (b/w), 5.5 B(A) – sending fax, 5.9 B(A) – copying (b/w),  

                                     5.3 B(A) – colour copying, 3.4 B(A) – idle, sound pressure: 48 dB(A) – printing (b/w), 
                                     45dB(A) – sending fax, 44.3 dB(A) – colour copying, 50.5 dB(A) – copying (b/w),	

20.4 dB(A) – idle, by-stander position		

certifications	 EMC: FCC Part 15-Class B, ICES-0003, Issue 2	
main unit safety: CE, UL, cUL, NOM, GOST, B, JUN	
power supply safety: CE, UL, NEMKO, CSA.NOM, NOM-NYCE, N, JUN, GOST, B, CPSB	
EMC safety: CE, VCCI, VSMI, FCC, C-Tick

1	 dependent upon type and print mode; approximate figures; exact speed will vary depending on 	
the system configuration, software program, and document complexity

2	 based on ITU-T Test Image #1 at standard resolution. More complicated pages, colour or higher 	
resolution will take longer and use more memory.

3	 48-bit images not available on Macintosh computers.

All brand and product names are trademarks of 
their respective companies. Technical information in 
this document is subject to change without notice.
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ordering information

number	 description
C8377A	 hp officejet d145 all-in-one printer, fax, 		

scanner, copier
C8378A	 hp officejet d155 all-in-one printer, fax, 		

scanner, copier	

accessories
J6039A	 hp jetdirect 200m print server/internet 			

connector
C6502A	 hp parallel cable adaptor nc6502	

(1284b LIO module)
C7310A	 hp 250-sheet plain paper tray ph 7310
C6437A	 hp two-sided printing accessory ph 6437 	

supplies
C5011A	 hp no. 14 black ink cartridge
C5010A	 hp no. 14 colour ink cartridge
C4920A	 hp no. 14 black printhead
C4921A	 hp no. 14 cyan printhead
C4922A	 hp no. 14 magenta printhead
C4923A	 hp no. 14 yellow printhead 	

hp colourfast photo paper, 			
glossy*

C7014A	 A4-size, 20 sheets	

hp photo paper, glossy
C6765A	 A4-size, 20 sheets	

hp everyday photo paper, 	
two-sided, semi-gloss

C7006A	 A4-size, 25 sheets	

hp premium inkjet paper
Q1936A	 A4-size, 200 sheets	

hp iron-on transfers
C6065A	 A4-size, 10 sheets	

hp matt greeting cards,	
quarter-fold*

C6042A	 A4-size, 20 sheets, 20 envelopes	

hp textured greeting cards, 	
half-fold*

C6829A	 A4-size, 20 sheets, 20 envelopes

*	Available in selected Asia Pacific countries only.

To order HP supplies and accessories, contact your 
local HP sales office or nearest HP authorised dealer.

Hewlett-Packard offices

Australia	 :	 HP Online		
132347		
ACN 004-394-763

Hong Kong	 : 	(852) 2599 7066
India	 : 	(91) 9628 123 123
Korea	 : 	(82-2) 3270 0720
Malaysia	 : 	(60-3) 2698 1111
New Zealand	 : 	(0800) 733 547
Philippines	 : 	(63-2) 636 9888
Singapore	 : 	(65) 6272 1788
Taiwan	 : 	(886-2) 2717 0055
Thailand	 : 	(66-2) 353 9500
Vietnam	 : 	(848) 823 6215
Bangladesh, Brunei,
Cambodia, Pakistan
and Sri Lanka	 : 	Fax (65) 6275 6707

hp customer care
One-year warranty+; optional HP SupportPack for 3 
years from purchase date; 24-hour electronic support 
free at www.hp.com/go/support

+	For specific warranty details, please check with 		
your local country reseller.

For more information, visit us at: 
http://www.hp.com/ap/imaging

dealer’s stamp

hp officejet d series all-in-one



hp officejet 
d145 & d155

all-in-one
print, fax, scan, copy

high productivity
outstanding results

the smallest way 
to look big

®



special features
direct digital photo printing
Simplify the steps between taking digital photos and 
printing them. Even without a PC, the HP Officejet
D series All-in-ones can read your digital camera’s 
memory card simply by slotting in your CompactFlash™, 
SmartMedia™ or Sony Memory Stick®. And the HP 
Photo Proof Sheet technology allows you to print your 
favourite photos in your chosen quantity, sizes and 
paper type. It’s that easy.

collation (only for HP Officejet D155)
Automatic collation eliminates manual sorting when 
copying multiple documents of more than one page. 
Each copy will be sorted as a separate document 
according to the order of their originals.

accessories
duplexer
Simply slot into the base of the
HP Officejet D series for automatic, 
two-sided printing and copying.

second paper tray
Use the second paper tray to increase 
the input holding capacity of paper 
stock from 150 to 400 sheets.

LIO (low-cost input/output) slot 
for versatile connectivity
In addition to the standard USB port, the HP Officejet 
D series has an open LIO port. The LIO port supports 
two optional adapters for extra connectivity and network 
capability.

•	 hp parallel cable adapter (1284b LIO module)	

This allows your HP Officejet to be connected to any		
PC via a parallel cable. Enjoy simple sharing by 	
having another PC/laptop connected directly to	
the HP Officejet – no re-booting required. 

•	 hp Jetdirect 200m print server/internet 	
connector	
With this LIO, your HP Officejet can operate over	
a network. (The HP Jetdirect 200m 	
print server/internet connector 	
comes as a standard with the	
HP Officejet D155.)

all-in-one functionality with 
premium performance
•	 Outstanding photo-quality output with	

PhotoREt 3 colour layering technology

•	 Prints up to 19 pages per minute in 	
crisp black, 16 pages per minute in 	
photo-realistic colour 

•	 Up to 2400 dpi photo-quality printing	
on photo paper for vibrant images	

•	 High-speed colour faxing with a 	
33.6kbps modem, including one-touch 	
keys and speed dialling 

•	 Unattended scanning and copying of 		
multiple-page documents with an 	
automatic document feeder (ADF) 

•	 Up to 18 sheets per minute in black 	
and 16 per minute in colour for 	
copying

•	 Digital copying with reduce/enlarge,	
fit-to-page, poster, clone, mirror image, 	
photo mode, 2-on-1, margin shift 	
and other options

•	 Duplexer for automatic two-sided 	
printing and copying

•	 250-sheet second paper tray*

•	 reliable networking with HP Jetdirect	
200M server/internet connector*

* optional for HP D145

HP’s top-of-the-line HP Officejet D145 and D155+ All-in-ones will increase your office productivity with 
premium performance. Print, fax, scan and copy at impressive speeds using one compact unit, saving 
time, money and space. They come with direct digital photo printing, automatic two-sided printing and 
copying, integrated software and many other convenient features. The HP Officejet D155 even comes 
network-ready. With outstanding photo-realistic output that will surely impress your clients, these HP 
Officejet D series All-in-ones will give you the edge to be on par with any large corporation. Whichever 
you choose, it certainly will be the smallest way to look big.

+ HP Officejet D155 available in selected countries only



2400 x 1200 dpi1

HP PhotoREt 3 colour 
layering technology  

up to 19 black / 16.8 colour

33.6 kbps

1200 x 4800 dpi,
48-bit2 colour

up to 18 black / 16 colour

50-page automatic 
document feeder

✔

✔

✔

✔

� �USB / network
optional: parallel port

Windows® 98, 98 SE, ME,
20003, XP; Mac® OS 9

and 10
3 service pack 2 or higher required

hp officejet d155
the network-ready all-in-one – 
the complete resource for all 
your business needs.

The HP Officejet D155 meets all your 
business needs and more – it provides 
superb colour printing, faxing, 
scanning and copying. For integrated 
office convenience, it comes network-
ready with an HP Jetdirect 200m print 
server/internet connector and includes 
convenient features such as collation 
copying and CompactFlash 2.0™, 
SmartMedia™ or Sony Memory Stick® 

card slots for direct photo-printing. It 
can also save you time and money 
thanks to its built-in duplexer and two 
high-capacity paper trays.

2400 x 1200 dpi1

HP PhotoREt 3 colour 
layering technology  

up to 19 black / 16.8 colour

33.6 kbps

1200 x 4800 dpi,
48-bit2 colour

up to 18 black / 16 colour

50-page automatic 
document feeder

✔

–

optional

✔ 

USB
optional: parallel port, 

network

Windows® 98, 98 SE, ME,
20003, XP; Mac® OS 9

and 10
2 48-bit images not available

on Macintosh computers

hp officejet d145
all-in-one functionality with 
direct digital photo printing.

The HP Officejet D145 delivers 
remarkable colour printing, faxing, 
scanning and copying to the office 
user. It supports direct digital photo 
printing with a built-in memory card 
reader that allows you to produce 
high-quality prints from a wide range 
of digital cameras. It also offers 
increased productivity with automatic, 
two-sided printing and copying for 
increased capacity. With the purchase 
of the optional HP Jetdirect 200m 
print server/internet connector, you 
can also use your HP Officejet D145
over a network.

print quality

print speed (ppm)

fax modem

scan resolution

copy speed (cpm)

ADF

duplexer �

collation

2nd paper tray �

direct photo printing

connectivity

operating systems

1 on photo paper

key specifications


